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Environmental Protection Agency § 414.91 

§ 414.82 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served] 

§ 414.83 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable 
(BAT). 

(a) The Agency has determined that 
for existing point sources whose total 
OCPSF production defined by § 414.11 is 
less than or equal to five (5) million 
pounds of OCPSF products per year, 
the BPT level of treatment is the best 
available technology economically 
achievable. Accordingly, the Agency is 
not promulgating more stringent BAT 
limitations for these point sources. 

(b) Except as provided in paragraph 
(a) of this section and in 40 CFR 125.30 
through 125.32, any existing point 
source that uses end-of-pipe biological 
treatment and is subject to this sub-
part must achieve discharges in accord-
ance with § 414.91 of this part. 

(c) Except as provided in paragraph 
(a) of this section and in 40 CFR 125.30 
through 125.32, any existing point 
source that does not use end-of-pipe bi-
ological treatment and is subject to 
this subpart must achieve discharges in 
accordance with § 414.101 of this part. 

§ 414.84 New source performance 
standards (NSPS). 

(a) Any new source that uses end-of- 
pipe biological treatment and is sub-
ject to this subpart must achieve dis-
charges in accordance with § 414.9 of 
this part, and also must not exceed the 
quantity (mass) determined by multi-
plying the process wastewater flow 
subject to this subpart times the con-
centrations in the following table. 

(b) Any new source that does not use 
end-of-pipe biological treatment and is 
subject to this subpart must achieve 
discharges in accordance with § 414.101 
of this part, and also must not exceed 
the quantity (mass) determined by 
multiplying the process wastewater 
flow subject to this subpart times the 
concentrations in the following table. 

Effluent characteristics 

NSPS 1 

Max-
imum 

for any 
one day 

Max-
imum 

for 
monthly 
average 

BOD5 ................................................. 120 45 
TSS .................................................... 183 57 
pH ...................................................... (2) (2) 

1 All units except pH are milligrams per liter. 
2 Within the range of 6.0 to 9.0 at all times. 

§ 414.85 Pretreatment standards for 
existing sources (PSES). 

Except as provided in 40 CFR 403.7 
and 403.13, any existing source subject 
to this subpart which introduces pol-
lutants into a publicly owned treat-
ment works must comply with 40 CFR 
part 403 and achieve discharges in ac-
cordance with § 414.111. 

[58 FR 36892, July 9, 1993] 

§ 414.86 Pretreatment standards for 
new sources (PSNS). 

Except as provided in 40 CFR 403.7 
any new source subject to this subpart 
which introduces pollutants into a pub-
licly owned treatment works must 
comply with 40 CFR part 403 and 
achieve discharges in accordance with 
§ 414.111. 

[58 FR 36892, July 9, 1993] 

Subpart I—Direct Discharge Point 
Sources That Use End-of-Pipe 
Biological Treatment 

§ 414.90 Applicability; description of 
the subcategory of direct discharge 
point sources that use end-of-pipe 
biological treatment. 

The provisions of this subpart are ap-
plicable to the process wastewater dis-
charges resulting from the manufac-
ture of the OCPSF products and prod-
uct groups defined by § 414.11 from any 
point source that uses end-of-pipe bio-
logical treatment or installs end-of- 
pipe biological treatment to comply 
with BPT effluent limitations. 

§ 414.91 Toxic pollutant effluent limita-
tions and standards for direct dis-
charge point sources that use end- 
of-pipe biological treatment. 

(a) Any point source subject to this 
subpart must achieve discharges not 
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